SPECIFICATIONBUILDER

Performance Data

Nozzle

4

10
P

Pressure Radius
ft.

PSI
30 22
40 24'
50 26
60 28
30 25'
40 27'
50 28"
60 30'
30 27
40 30
50 33
60 35'
30 29
40 32
50 35"
60 37
30 3r
40 34'
50 37
60 38
30 33'
40 37
50 a0’
60 a2
40 38
50 40'
60 a2
70 a4

PGP Gray Low Angle Nozzle

, 360, ADV, 36V, ARV, 3RV

ADJ-B

FEATURES
ADJ, 360, ADV, 36V, ARV, 3RV

ADV, 36V, ARV, 3RV

P/N 233200

Precip in/hr
| A

0.56
0.57
0.51
0.49

0.49
0.50
0.52
0.49

0.55
0.53
0.49
0.47

0.64
0.58
0.55
0.53

0.68
0.65
0.62
0.63

0.76
0.70
0.67
0.67

0.87
0.88
0.87
0.86

0.64
0.66
0.59
0.57

0.57
0.58
0.60
0.57

0.64
0.62
0.57
0.54

0.74
0.67
0.64
0.62

0.79
0.75
0.71
0.72

0.88
0.81
0.78
0.77

1.00
1.01
1.01
0.99

Blank nozzle plug for turning off selected
sprinklers during repairs, maintenance, etc.

OPTIONS
XX = 12 Standard Red Nozzles

= 7 Low-Angle Nozzles

01 - 12 = Factory-Installed Standard Red Nozzle

1.5 - 8.0 = User-Installed Standard Blue Nozzle
4 - 10 LA = Factory-Installed Low-Angle Nozzle

PGP Blue Standard Nozzle

P/N 665300

Performance Data

Nozzle

1.5

2.0

2.5

3.0

4.0

5.0

6.0

8.0

Pressure Radius
| ft.

29"
il
31
32
32'
33
33!
34
34'
82!
33
35
35'
35
35
35;
36

Flow

GPM

EEEE e s
swes PGP - ADJ - LA

Precip in/hr
u A

0.27
0.28
0.30
0.34
0.36
0.25
0.30
0.33
0.35
0.43
0.30
0.33
0.39
0.41
0.46
0.35
0.40
0.40
0.43
0.47
0.42
0.44
0.48
0.52
0.55
0.52
0.57
0.55
0.62
0.68
0.57
0.67
0.62
0.67
0.73
0.84
0.80
0.80
0.82
0.89

KEY TO FEATURES

ADJ-B = With Blue nozzle

P/N 130900

MODELS

PGS - Shrub

PGP — 4" Pop-up

PGH - 12" Pop-up

PGP-ATR - 2-1/4" Pop-up -
Retrofits existing Rain Bird
Maxi-PAW™ and others

ADJ = Adjustable with no Check Valve
360 = Full-Circle with no Check Valve

ADV = Adjustable with Check Valve
ATR = 2-1/4" Pop-up, Adjustable with no Check Valve and

#7 Standard Red Nozzle Factory-Installed

36V = Full-Circle with Check Valve

ARV = Adjustable, Reclaimed Water, with Check Valve
3RV = Full-Circle, Reclaimed Water, with Check Valve

®

PGP Red Standard Nozzle : DIMENSIONS

Performance Data * Overall height:
Pressure Raft(]ius Flow PGS - 7-3/8"
] ;

Nozzle ~ PS GPM PGP -7-3/8"
30 28' 0.5 0.12 0.14 PGH-17"

Precip in/hr
| | A

1 gg .‘2,;. g;g 8:1: g:.}g ® 3/4" female inlet NPT
60 30' 0.8 04773020 ® Exposed diameter: 1-3/4"
30 29° 0.7 016 049
2 gg gg'_ g-g 3-1; g-ig OPERATING SPECIFICATIONS
%0 31 10 020 023 ¢ Discharge rate: 0.5 to 14.1 GPM
30 30 0.9:::--049/ 7022 * Radius: 22" to 52"
3 40 31 1.0 020 023 * Recommended pressure range:
50 31 1127102478 1-20.28 P
60 32 13 024 028 i éO t‘: Z(r)w Slr S iy
| .
0.2 30 32 ol R PRISNNG IS =t 9
o 4 40 33' 14 025 029 20 to 100 PSI
0.39 50 34' 1.6 027 031 * Precipitation rates: approximately
0.41 ] 34 18 930 O 0.4" per hour at 50 PSI for spacings
oz T from 25"t 45 ;
0.38 5 50 38" 2.0 0.27 0.31 * Nozzle trajectory: standard - 25°,
0.40 60 38" 22 029 034 low angle - 13°
g-gg 30 34' 2.0 033 038
- 40 3¢’ 24 036 041
038 6 = e o7 oab o4 OPTIONS AVAILABLE ;
0.45 60 38' 29 039 045 * Drain check valve for up to 10
g'g 30 34 26 043 050 elevation change (not available for
0.40 7 40 38 3.0 0.40 0.46 PGP-ATR)
v 50 40' 34 041 047 kil e itBoati
Eiv 60 40" 3.7 0.45 0.51 eclaimed water identitication cover
0.50 SNV R Gyl T Ry * Low angle nozzles
0.54 8 40 39' 37 047 054 * Factory-installed nozzle
0.49 50 ar 39 045 052
0.51 60 42 46 050  0.58
0-56 30 38’ 36 048 055
9:69 9 40 a1’ 43" 12104974057
063 50 aa 52 052 0.0
ey 60 45’ 55 052 060
0.66
0.63 30 44 6.0 060 069
072 10 40 46' 6.8 062 071
078 50 a7 7.6 066 076
0.66 60 49" 8.2 066 076
0.78 30 46' 8.0 073 084
0.72 11 40 48 8.9 074 086
0.77 50 50’ 98 075 087
0.84 60 51° 105 078 090
o 30 4 105 09 110
e 12 40 48' 19.9 :0:99- = 2115
o 50 50' 12.7.; 5098 113
24 60 52 141 5000 11k
Note: All precipitation rates calculated for 180 degree operati

For the precipitation rate for a 360 degree sprinkler, divide by 2.



